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SSV-D49HQ/9 SSV-D49HQ/12  
1/3" High Res. Color HQ1 Dome Camera

540TVL 0.2 Lux

Model                                                       SSV-D49HQ/9                                        SSV-D49HQ/12                               
Image
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Resolu LVT045no 

Min.Scene Illumina  on
0.2F@ xuL 2.0roloC

A/NW/B
Lens

Focal Lenght 4 mm~9 mm Auto IRIS Lens 2.8mm~12mm Auto IRIS Lens
Synchroniza  on
Sync. System 2:1 Interlace
S/N Ra  o

S/N Ra Bd 25 naht eroMo 
Func  ons
Electronic Shu  er Auto 1/60 (50) sec. ~ 1/100,000 sec
Auto White Balance Atw With Mct Technology (Mul  -Color Temp)
Auto Gain Control Full Auto
Video Output 1.0 Vp-p Composite Video Output/Ohms

54.0ammaG
Environmental
Opera  ng Temperature - 10°C~ + 50°C degree
Condi  ons
Opera  ong Humidity RH 85% or Less
Power
Power Consump  on 90mA ±10% under DC 12V
Power Supply DC 12V / 1.5W & Total : DC 12V / 8.5W
Physical Speci� ca  on
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1/3" SONY 10bit HQ1 DSP• 
540 TVL• 
0.2 Lux / F2.0• 
ATW With MCT Technology (Multi-Color Temp)• 
Auto Gain Control• 
DC12V• 
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